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EHDXW\ RI D WUDGLWLRQDCHG H V LREQg speRNSiIOHB i ZrLad & oDror®s, M

benefits of modern materials that enable us to offer a design options and a bespoke colour-bonding service
cost effective, low maintenance window that doesn't have been introduced, providing homeowners with
compromise on aesthetics. From near-invisible joints, a plethora of choice to create the perfect timber

the elegance of the run-through sash horn to the curvy  alternative solution that doesn’t break the bank.
ovolo frame shape, these are just a handful of the many

clever details that work together to create the most

graceful and advanced sash window on the market.
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The Finer Details 3DJH
Slide & Tilt Facility . 3DJH
Thermal Efficiency 3DJH
30DQQLQJ &RQVHUYDWILRQ 3DJH
Quality & Compliance 3DJH
3HDFH R1.0LQG 3DJH
+DUGZDUH 3DJH
&RORXU 2SWLRQV 3DJH
*ODV.V 3DJH
6W\OHV 6KDSHV 3DJH

7HFKQLFDO .QIR
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LWK R®& 8 °&dVAindows, you can respect the traditions, admire the woodworker’s art, and enjoy modern

advances that can make your home warm and secure. From a terraced house to a stately home, our sash windows
can help ensure that your property retains its character and charm. You can choose from a wide range of styles,

features, and hardware options to complement your home.

75%$',7,21%/ 6$6+ +2516 "((3 %27720 5%,/

By removing the lip on the sash horn edge, a new Choose a deep bottom rail if you want your sliding
refined sash horn can carry awoodgrain foiledend cap ~ sash windows to look as close to the original timber
that run seamlessly with the shape of the horn. The version as possible. The fully mechanical deep bottom
sash horn utilises mechanical joints rather than welded  rail convincingly mimics the bottom sash of timber
WR DOORZ WKH KRUQ WR EH \DKFROWbL/E R X&/\ViStBr i raRd Wk dgraaDvith

giving the window a more authentic overall look. run-through sash horns.

Sash Horn with slim midrail Sash Horn with standard midrail

W . o
i
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The styling details of our sash windows are now more
rooted in history than ever before. The new 37mm slim
midrail will reaffirm T O é °$Wiition as one of the most
authentic sash windows on the market ideal for period
properties or homes in conservation areas. Available
with run-through sash horns and in selected colours only.

($7+(5 %$5 ASTRAGAL BARS

7KH VDVK ZLQGRZ ERDVWYV DQ k> W RYWAWRKY RWR WRLEBENEW "RQVRAU YR
ZHDWKHU EDU ZKLFK LV WKMN LQJDWdid\haRattdR XdtragaHbr& AeDx@EorGdthe
IHDWXUHV GHYHORSHG WR FUH D WiHa® @ th2 X36Kid Q@ ¥\atcBmydD vy back-to-
window appearance. back spacer bars inside the double-glazed unit to give

the appearance of separate panes.

F
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Replace your standard corner joints with fully mechanical timber looking joints for an authentic finish that
carefully disguises the uPVC aspects. Traditionally, a lot of time was spent handcrafting the original corner
joints on timber sash windows and with our advanced machinery we can emulate these joints and get as
close to the original as possible.

e

(R

At

)8//< 0(&+$1,&%/ -2,176

67$1'$5" r :(/'(" 6$6+

The fully mechanical joints take authenticity to another level because the As standard, we'll default to a mechanical jointed outer frame with a 45°
45°uPVC welds on the sash are replaced with 90° mechanical joints as welded sash. Fully welded is available upon request. The standard welding
found on traditional timber windows. technique ensures that the corners are tightly bonded, creating a seamless

and strong connection.

TOE°EWK39& 60LGLQJ 6DVK :LQGRZV
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Both the top and bottom sashes can slide up and down for ventilation.Our TOé°BMW VK ZLQGRZV IHDW X

clean tilt facility allowing you to clean the external side of your windows from inside the home. Please note, on
windows with a woodgrain finish external and smooth finish internal we are not able to offer top sash tilt facility.

&2/285 0$7&+(' 75,&./( 9(176

We offer two different vent solutions to comply with Document F of the building regulations. Both vents are colour-
matched to match the aesthetics of our T O é °sBsiMvindows. Using the new exclusive modular vent will allow any
of our welded sash windows over 775mm in width to comply with the new requirement to achieve 8000 EA airflow
inasingle window! If a certainrate of equivalent area (EA) is required, please let us know at the point of enquiry.

02'8/$5 9(17 ($ 3HU ORGXOH 1. ($ 2SWLRQV
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Efficiency

With fuel prices constantly on the rise, thermal performance is crucial. The window frames are built
to last and resist the ever-changing conditions the British weather throws at them without losing their
immaculate appearance.

TOE°EWS9&X 60LGLQJ 6DVK :LQGRZV
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The frames and sashes are from an extruded PVC material
multichambered, using the power and has been specifically designed

of air as aninsulator tostopwarmth - WR UHGXFH WUDQVIHUHAQ
escaping. All our sash windows EHWZHHQ WKH SDQHV RI
feature a 24mm insulated double- more heat inside the property.

glazed glass unit with an argon gas .

LOVHUW DV VWDQGDUGEZRE eﬁH'et Emﬁ%f/R HOD
WKH KHDW FRQGXFWD % o Hf'L GRZV WR D
the panes. This happens because - . oo

the gas is 6 times denser than outstanding energy rating of ‘A" and

. u-value of 1.4W/m K as standard.
air. The warm edge spacer bar

incorporated into all units is made

8 93/8( 7+(50$/ 83*5$"(

The impressive 1.2 u-value is reached without using krypton gas or rare
glass types. By incorporating high-performing insulation materials into
the construction, our sash windows can not only meet but exceed tough
energy efficiency standards.

08/7,
&+$0%(5(
X39&
352),/(

&2/285 0$7&+,1* :22/3,/(

7KH VDVK ZLQGRZV IHDWXUH ZR YWULS'
provide an excellent seal against weather, air, and '
debris infiltration. We've paid attention to every detail
and as something new we've introduced colour-matching woolpile
to ensure that every single window is perfectly finished.

TOE°EWK39& 60LGLQJ 6DVK :LQ



GRADE I

LISTED PROPERTY

As homeowners recognise not only the elegance of this traditional window style, but also its superior
performance we're seeing a rise in uPVC sliding sash windows being specified in premium developments and
historic homes alike.

We're often faced with projects that require special features to fit in with the unique character of a conservation
area. In the past, many planners used to refuse applications to replace timber sashes with a uPVC alternative.

+RZHYHU OWKEBAW VK ZLQGRZ KDV EHHQ GHYV LY QHIGL AKR KIDHF O H B WWRWDUD G
number of approvals granted.
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As areputable supplier of 2XU ZLQGRZV DUH WHVW
premium windows deserved by for compliance to enhanced

WKH %ULWLVK SXEO L Fsecdrity @dRARMN PRINY 4K H

value of quality as an entity that DV ZHOO DV %6 IRU ZI
requires constant attention and performance. The manufacturing
maintenance. Paramount quality processes are also externally

and compliance continue to verified by ER Certification, to
HQKDQFH RXU UHSXW RWl&RIQ@ fivlicRbl Hadls @d

the best without compromising required testing and manufacturing

on the ever-important sash FULWHULD WR VDWLVI\ S
window aesthetics. and certification schemes.

' | 8% 04 Governmens
%8,/",1* 5(*8/%$7,216

The Building Regulatians 201G %XLOGLQJ UHIJXODWLRQV DUHNKWD'REBUQW
to ensure that any building work is completed in a safe, efficient, and
F : healthy manner. A window or door is classed as a ‘controlled fitting’,

Ventilation

and any standards relating to this classification are required to be met.

APPROVED DOCUMENT
)

Significant changes to the building regulations came into force on the

Volume I: Dwellings
et e | WK RI -XQH DQG KDYH EHHQ WKW SURGXBDW
GHYHORSPHQWYV VXFK DV FRORXU PBSWKHHEGW U
e HQHUJ\ YDOXHV

, \RXéUH XQVXUH SOHDVH DVDNYWR XRUVDOWHW WI

s Sh I
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Our sash windows deliver the most advanced levels of security without adding complex operation. They are
practical and come with all the safety features you would expect from a modern window solution.

),5( (6&$3(

If your window opening isn't large enough to comply with the requirements for means
of escape, you have the option to request a fire escape facility. In order for a window
to comply with the regulations covering means of escape, the window must provide an
unobstructed opening of at least 0.33m>.

3%6 6(&85,7< 83*5%"(

Upgrade the security of your sliding sash windows by taking advantage of our
comprehensive PAS 24:2016 security package. The enhancement includes two
premium locks and top sash security blocks.

A PAS 24 upgrade is generally mandatory on new-build projects. Please note that the
upgrade is not standard and must be requested as part of the window specification.

5(,1)25& (" 7,/7 /$7&+(6 83*5$'(' /2&.,1* .((3

83*5%' (' /2&. 723 6$6+ 6(&85,7< %/23§
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The lift hooks are usually fitted
ontheinside of the bottom sash

to allow for easy opening.

31/ (

Designed to be fitted to the
XQGHUVLGH RI WKH
RXWVLGH RI WKH ZL
ZLWK WKH RSHQLQJ
the window.

W
Q
D

Primarily designed to be fitted
RoShat@pVaK oRH@ taf dadh.

G RKZHWESRR O M VH\A\WHWH Q D E
Qe O ROVKL @tkuRdlied) to
RSHUDWH DQ\ ZLQG
SRVLWLRQHG WRR K|
by hand.

OHV

RZV \

LIK

[2&.,1* 6<67(0

Our locking system holds the
VDVK ZLQGRZ VKXW
the midrails together. The
locking systemis available in
two styles.

6WDQGDUG

+HULWDJH

E

656+ .12%

Used to open and tilt the sashes

IPYWBYLEOHDQLQJ
frame and glass from inside
your home.

6WDQGDUG

+HULWI

75$9(/ 5(675,&7256

The travel restrictors limit the
oKl ofRNE Wiahddettom
sashes to approximately 100mm.
They are primarily used as a
VDIHW\ IHDWXUH LQ
opening restrictions are needed.

R

ORF

nnm Ve Pa N
?2°/TU°/OA
|
Our hardware is available in eight different finishes. Please note that our travel restrictors are only available in
white, chrome, gold, satin silver and matt black.

"KLWH

% ODFN

Chrome 6DW

*ROG

Brushed Chrome

@/3A

LQ 6LOYHU Bronze

Antique Black
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2XU VOLGLQJ VDVK ZLQGRZV DUH DYDLODEOH LQ
VWDQGDUG ZRRGJUDLQ FRORXUZD\V

including 2 dual foil options. By choosing
awoodgrain foiled finish you can bring

\RXU ZLQGRZV WR OLIH ZLWK D JORVV

realistic timber effect. You also have

WKH RSWLRQ WR DGG D WUXH SHUVRQ
WRXFK WR \RXU QHZ ZLQGRZV E\ SLFNL

EHVSRNH FRORXU RI \RXU FKRLFH

O3,

O

&2/285 2) <285 &+2,&(

External External External External External
,QWHUQD ,QWHUQD ,QWHUQD ,QWHUQD ,QWHUQD
Smooth White :KLWH *UDLC WKiteVgdin*UDLQ Cream Grain Cream Grain

Smooth White

:KLWH *UDLGQ Smooth White*

Cream Grain

Smooth White

,QWHUQD

,QWHUQD

External

,QWHUQD

External

,QWHUQD

GryAraflU DL Q

*UH\ *UDLQ

*UH\ *UDLQ Agate Grey Grain

Agate Grey Grain

FEthH AU DL Q White Grain* Smooth White Agate Grey Grain White Grain*
External
,QWHUQD ,QWHUQD ,QWHUQD

Agate Grey Grain

ChirBUdIMG Z2Eh@Qin* LChEHERIIMBZERL@QI* U BlaQk A4 Dil2iQ

Black Ash Grain

Smooth White Chartwell Green Grain* Smooth White Black Ash Grain Smooth White
,QWHUQD ,QWHUQD ,QWHUQD

,ULVK 2DN *U DASQBIGHKEL2D N * MRQbZ RRG *UDLQ

Smooth White* Smooth White* Smooth White* *Longer lead time applies

TOE°EWK39& 60LGLQJ 6DVK :LQGRZV
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The 24mm insulated glass units are double glazed with an argon gas insert as standard to reduce the heat

conductance between the glass panes. All our sash windows feature 4mm clear glass on the outside and 4mm
clear Low E glass on the inside, as well as a warm edge spacer bar.

/1$0,18$7(" */$66

One of the most notable advantages of laminated glass is its safety features. In the event of breakage, the
interlayer holds the glass fragments together, preventing them from shattering into sharp pieces.

2%68&85( */$66

Our obscure glass range provides both substance and style. All patterns are classified according to their level of
obscurity in relation to each other, with one being least obscure and five being most obscure.

% DUN &ERQWRXU /HDI
Level 5 Level 3 Level 3

6DWLQ 6WLSSOH "HVWPLQVWHU
Level 5 Level 4 Level 2
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2 X T O é °dhidiig sash windows can be manufactured to a style to suit your home. Below are a few examples of
the different bar layouts available. Our windows come with equal sized top and bottom sashes (50/50 split) as

standard, however we can manufacture other split ratios at your request (minimum transom drop of 350mm).
Please get in touch if you require a bespoke style or bar layout.

%$5 /$<2876

1REDU & HQ W U HTl6de Ught 21IVHW 7KUMHBX3/3 Asymmetric
Light

ODUJLQ

+DO| *HRUHRDDLD*HRUJILDQ 9DWBXDQW  Swept Head"*

$5&+(' :,1'2:6

Our arched frames are made at a designated profile bending facility equipped with
high tech equipment for precision. The most typical arched shape we see is a true arch,
in which the top section has been beautifully curved. Other arched window shapes
include gothic arches where the two sides have been moderately curved and meet at
the head creating a pointy top.
True Arch”

*Please note that on swept heads and arched frames the top sash will always be fixed.
On arched windows, we can only offer black spacer bars.

&283/(" %$< :,1'2:6

&RXSOHG DQG ED\ ZLQGRZV DUH ERWK YHU\ SRSXODU

IRU ODUJH RSHQLQJV DV WKH\ RSHQ XS WKH OLYLQJ VSDFH
and bring in natural light.

&RXSOHG :LQGRZV %D\ [LQG
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Our technical information section covers manufacturing limitations and detailed technical drawings. To most
people the technical drawings don't make much sense, so if you have any questions our product experts will be

more than happy to explainin more detail.

7(&+1,&%/ 63(&,),&$7,216

Front-to-back Dimensions: PP
Sill Options: PP P H
Glazed Unit: PP 'RXEOH *
Standard U-Value: . P
Thermal Upgrade: P

Air Tightness: &ODV
Water Tightness: &0DY
Wind Load: &0ODV

0$18)$&785,1* /,0,7%$7,216

Minimum Width: PP
Minimum Height: PP
D [) Maagmum Width: PP
Maximum Height: PP

Please note, slide and tilt restrictions may apply on
$ certain specifications.

(< 352),/( 6(&7,216

%RWWRP 6DVK

'RZQZDUGYV 9LHZ 7RS 6DVK

37.0

6LGHZD\V 9LHZ 60LP OLGUDLO
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6LGHZD\V 9LHZ 6WDQGDUG %RWMWRPZBDVLQLHZ '"HHS %RWWRP 5DLC

The images, drawings and data shown in this

EURFKXUH DUH IRU LOOXVWUDWLYH
not binding in detail, colour, or specification.

We reserve the right to make changes to the

product specification as technical developments

dictate and without prior notice.
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